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BROKER'S COMMENTS

"Rugged elegance" at it's finest, the Alm Kotters are the pinnacle of Dutch built quality and tradition. Built to a

higher than standard specification, this canoe stern Trawler model has all you need. The extra strong John

Deere engine with hydraulic power-pack provides reliable long distance cruising all over Europe and beyond.

The interior is finished in quality traditional teak, has two comfortable cabins, central heating plus air condition in

the owner cabin. From her 1st owner now available and priced to sell.

Marc Weijenberg

SPECIFICATIONS

Dimensions 13.00 x 4.35 x 1.27 (m) Builder Jachtwerf De Alm

Built 1999 Cabins 2

Material Steel Berths 4

Engine(s) 1 x John Deere 6068TFM diesel Hp/Kw 175.00 (hp), 128.63 (kw)

Asking price sold (VAT ) Lying elsewhere / Not at sales office

CONTACT

Sales office De Valk Sint Annaland B.V. Telephone +31 (0)166 601 000

Address Koelhuisweg 4 E-mail sintannaland@devalk.nl

 4697 RM Sint Annaland   

 NL   

DISCLAIMER

These particulars are given in good faith as supplied but cannot be guaranteed.
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GENERAL

Model  ALMKOTTER 1280 AK  

Type  motor yacht  

LOA (m)  13,00

Beam (m)  4,35

Draft (m)  1,27

Air draft (m)  2,78

Headroom (m)  2,00

Year built  1999

Builder  Jachtwerf De Alm

Country  The Netherlands  

Designer  Jachtwerf De Alm

Displacement (t)  22

CE norm  B

Hull material  steel  

Hull colour  blue  

Hull thickness (mm)  6

Hull shape  yes

Keel type  long keel  

Bilge keels  yes

Superstructure material  steel  

Superstructure (mm)  4

Deck plate thickness (mm)  5

Rubbing strake  rubber  

Deck material  steel  

Deck finish  non-skid paint  

Cockpit deck finish  teak  

Window frame  aluminium  Rhego

Window material  tempered glass  

Deckhatch  yes

Portholes  yes
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Insulation  rockwool  

Radar arch  collapsible  Hydraulic

Fuel tank (litre)  steel  1200

Freshwater tank (litre)  stainless steel  2 x 475

Blackwater tank (litre)  steel  320

Blackwater tank extraction  deck extraction + uw line  

Wheel steering  hydraulic  

Emergency tiller  yes

More info on hull  Sandblasted painted 2009

More info on paintwork  2016

Extra info  Helmseat + radatior heating

Extra info  Window screens (2011)

ACCOMMODATION

Cabins  2

Berths  4

Interior  teak  

Floor  teak and holly  

Aft deck  yes

Deck saloon  yes

Headroom saloon (m)  2,00

Heating  central heating  Kanbola B12Tap (4,9kW, 220v)

Air-conditioning  single cycle airco  Westerbeke (in ownercabin)

Opening door to aft deck  yes

Galley  yes

Sink  stainless steel  1 x

Cooker  calor gas  4 flame Thetron

Microwave/oven combi  Alaska (220v)

Fridge  Whirlpool (220v)

Hot water system  on central heating  

Water pressure system  electrical  
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Owners cabin  double bed  

Bed length (m)  1,90 x 1,60

Wardrobe  hanging/drawers/shelves  

Bathroom  en suite  I

Wash basin  in the bathroom  

Shower  en suite  

Guest cabin 1  v-bed  

Bed length (m)  2,00 x 0,90

Wardrobe  hanging and drawers  

Bathroom  separate  II

Toilet  separate  

Toilet system  electric  

Wash basin  at the toilet  

Washing machine/dryer combi  Iberna (220v)

MACHINERY

No of engines  1

Make  John Deere

Type  6068TFM

HP  175

kW  128,63

Fuel  diesel  

Year installed  1999

Maximum speed (kn)  9

Cruising speed (kn)  7

Consumption (l/hr)  5

Engine hours  2800

Engine cooling system  closed keelcooling  

Drive  shaft  

Engine controls  bowden cable  

Gearbox  hydraulic  Twin Disc
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Bowthruster  hydraulic  Hydrosta 15hp

Exhaust  dry  

Thrust bearing  yes

Propeller type  fixed  

Propeller blades  5

Propeller shaft material  stainless steel  

Shaft lubrication  oilbath  

Manual bilge pump  yes

Electric bilge pump  3 x

Electrical installation  12/24/220v

Generator  wet exhaust  B&N 11kVa

Running hours generator  Approx 200

Start battery  1 x 88amp

Service battery  6 x 200amp (2016)

Battery charger  Mastervolt 24v/50amp

Inverter  Mastervolt 24v/2500watt

Shorepower  with cable  

Extra info  Hydrosta hydraulic Powerpack

Extra info  Twin diesel filtersystem

NAVIGATION

Electric compass  Via autopilot

Depth sounder  Autohelm ST50

Windset  Autohelm ST50

VHF  Sailor 6248 (2015)

Autopilot  Raymarine P70R (2015) + remote

Rudder angle indicator  Via autopilot

Radar  Raymarine (2015)

GPS  Raymiarine (2015)

Plotter  Raymarine C125MFD (2015)

Navtex  Nasa Navtex Pro
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Electronic chart(s)  1 x

Navigation lights  yes

Loudhailer  Raymarine

EQUIPMENT

Fixed windscreen  (collapsible)

Sprayhood  yes

Bimini  yes

Cockpit table  yes

Cockpit chairs  yes

Boarding ladder  stainless steel  

Gangway  yes

Anchor  Pool  

Anchor chain  25 mtr

Windlass  electrical  Lewmar

Deck wash  Fresh + salt water

Sea railing  stainless steel  

Railing side opening gates  2 x

Pushpit  yes

Pulpit  yes

Life raft  container  Lazilas

Life raft (pers)  4

Last life raft survey  Till 2021

Lifebuoy  1 x

Wiper  3 x (+ wis-was)

Horn  yes

Fenders  yes

Mooring lines  yes

Spare parts  yes

TV  yes

TV receiver  Digitenne
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Radio-cd player  yes

Speakers in salon  yes

Clock - barometer  yes

Extra info  Spraysails aft

Extra info  Safe
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