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VICTOIRE 933

BROKER'S COMMENTS
''This Victoire, designed by the well known mr. Koopmans sr., has perfect sailing performances. She is kept in a good
condition by her current owner and is ready to take her out sailing either alone or with the family.''

SPECIFICATIONS

Dimensions

9,33 x 2,98 x 1,80 (m)

Builder

Victoire Jachtbouw Alkmaar

Built

1976

Cabins

1

Material

GRP

Berths

6

Engine(s)

x Volvo Penta

Hp/Kw

25 (hp), 18,38 (kw)

SOLD

Lying

at sales office

Sales office

De Valk Hindeloopen

Telephone

+31 514 52 40 00

Address

Oosterstrand 1

Fax

+31 (0)514 52 40 09

8713 JS Hindeloopen

E-mail

hindeloopen@devalk.nl

CONTACT

The Netherlands

DISCLAIMER
These particulars are given in good faith as supplied but cannot be guaranteed and cannot be used for contracts.
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VICTOIRE 933

GENERAL
GRP sailing yacht Victoire 933", built in 1976 by Victoria Jachtwerf B.V. in Alkmaar Holland, dim.: 9.33 (lwl 7.60) x 2.98 x 1.80
m, headway: approx. 13.00 m, designed by Dick Koopmans sr., dark blue GRP hull, GRP superstructure and GRP anti skid
deck, teak in cockpit, perspex windows in aluminium framing, round-bilged blue hull (new painted in 2004), fin keel,
displacement approx. 4.4 tonnes, ballast approx. 1.95 tonnes (iron), fuel tank approx 60 litres in a stainless steel tank, fresh
water tank, spade rudder, tiller steering.

ACCOMMODATION
Classic mahogany interior, saloon foreward cabin with a double, a pilot berth in the saloon and 3 in the saloon makes 6 sleeps
possible, headroom approx 1.85 m, foreward head with manual toilet and wash basin, Wallas 1800 hot air heating system,
galley facing aft and starboard with single washbowl and several lockers, electric waterpressure system, Eno Mendoza
2-burner gasstove.

MACHINERY
Volvo Penta 25 hp diesel engine, building year 1976, indirect cooling system, consumption approx 1,5 liters/hour, speed
approx 6 knots, saildrive with 2-bladed folding propeller, electric circuit 12 Volt two service batteries total approx 120 Ah., 1
start battery 50 Ah., 12 Volt battery charger, rpm and temp meter for main engine, manual bilgepump.

NAVIGATION
2 Plastimo magnetic bulkhead compasses, Nasa target log and speed, Nasa Target depthmeter, Autohelm ST50 windset,
Autohelm 2000 autopilot, Shipmate RS 5700 GPS, Sailtron 2048BV VHF (no atis).

EQUIPMENT
White sprayhood with blue trim, 25 lbs CQR anchor with 5 meter 6 mm galvanised chain and 20 meter rope, bathing ladder,
stainless steel sea railing with wiring, fenders, lines, several spare parts, radar reflector, 2 x lifebuoys, 2 dorades, 2 vents.

RIGGING
Sloop-rigged, deck-stepped black anodised France Sparr mast with a single set of spreaders, mechanical backstayadjuster,
stainless steel fittings, Dacron sails: mainsail with slab reefingsystem, hank on genoa and hank on jib, spi boom stoored on
deck, halyards for main, genoa spi and poole lift, 2 x Lewmar type 40 2-speed primery sheetwinches on the coaming, 2 x
Barlow type 18 2-speed secondary sheetwinches on the coaming, 1 x Barlow 16 single speed reef winch at the entrance, 1 x
Barlow type 16 halyard winch on the mast, 1 x Barlow type 20 2-speed halyard winch on the mast, 1 x Enkes type AR6 reef
winch on the boom, insulated backstay.
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